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Elsotical Ratings
CE (EC 61984, IEC 60947-7-1)

Connection Data
Conduclor cross secton 51 (min-max

Conductor ross section stranded (i -max)
2 conductors wih same cross section, sianded,

TWIN ferrles with plasii seeve.
AWG Conductor
Insulaion Strigping Length (mi.-max.)
Technical Data
Rated Impuise Votage / Polluon severty
Insulation material group /
(Gauge pin code according to EC 60947-1
Protection class / Prtection conductor type.
Ordering Data

Feed Through Terminal Block
I Feed Through Terminal Block, Earth
Accassories
End Plate

Gross Connectors

‘Separation Plate

Pin Code.

Marking Tags

SCP2.5GREY

Width: 5.2 mm

|
)

— 5160 ——

Feed Through Terminal Block

vpe
SCPRAGREY

Type
EPSGP2 SGREY

CCS5CP25/2
CCSSCP25/3
CCSSCP25/4
CCSSCP25/5
CCSSCP25/10

SCPSP2.SGAEY

SCP-CODE

ire to Plug

500V, 24 A /25 mm’

008 - 4
014-25mm?

05mm

2-12
8-10mm

63

1183
P20/~

Refer to our Priter soluion

88

22

3730
MR35X7.5

SCPPP2.5GREY

—— 510 ——

Width: 5.2 mm

Feed Through Terminal Block

Type
SCPPPR.SGREY

Type
EPSGP2 SGREY

CC85CP25/2
C0S5CP2.5/3
CC85CP25/4
CC85CP25/5
CCSSCP25/10

SOPSP2.SGAEY

SCP-CODE

500V/ 24 A /25 mm?

63
A
P20/~

Refer t our Priter soluion

3730
MR35 X7.5

SCP212.5GREY

Wigth: 5.2 mm

37.300R 35
x75

.00

Feed Through Terminal Block
Double Wire Entry to Plug

500V/24 A/ 2.5 mmt

008-4mt
0.14-25mm?
05mm?
2-12
8-10mm
o3
A
P20/~
Tive Q.
5CP212.5GREY 50
e a.
EPSGP212 SGREY 50
CCSSCP252 %
C55CP2.53 2
CCSSCP25/4 15
CCSSCP25/5 10
CCSSCP25/10 5
SCPSP212.5GREY 50
SCP-GODE 50
Refer o our Printer souton

SCP22K2.5GREY
Width: 5.2 mm

Knite Disconnect Terminal Block

— B0 ——

Double Wire Entry fo Plug.

400V 24 A/ 25mm2.

008-4mme
0.14-25mm
05mn¢
2-12
8-10mm
83
A3
P20/~
Tine
‘SCP22K2SGREY
Type
EPSCP222 SGREY
CCSSCP25/2
CCSSCP25/3
CCSSCP25/4
CCSSCP28/5
CCSSCP25/10
SCPSP222.5GREY.
SCP-GODE

Reer 10 our Prnter soluion

ay.
50

ay.
50

SCP222.5GREY

Width: 5.2 mm
i 1)

3730
MR35 XTS5

— 8560 ——

Feed Through Terminal Block

Double Wire Eniry to Two Plugs
500V /24 A/ 2.5mm2
008-4m
0.14-25mm
05mne
2-12
8-10mm
o
A3
P20/~
Tyoe. Qy.
SCPO225GREY 50
Tyoe ay.
EPSCP222 SGREY 50
CCSSCP25/2 %
COSSCP25/3 2
CCSSCP25/4 15
COSSCP25/5 10
COSSCP25/10 5
'SCPSP222.SGREY. 50
‘SCP-GODE 50
Reler 1o our Printer soluion

3730
MR35X75

www.imopc.com



SCP22D2.5GREY SCP22DB2.5GREY SCP22DLP2.5GREY SCPPE2.5P SCPPPPE2.5P

Width: 5.2 mm Width: 5.2 mm Width: 5.2 mm Width: 5.2 mm Width: 5.2 mm
——— — P— S

8% 8% 8% 8% 8%
B2 B2 82 52 52
H H g g &
—
79.20 7920 7020 — 5180 —— — 5160 ——
. Feed Through Two-Level Terminal Block Feed Through Two-Level Terminal Block Feed Through Terminal Block Feed Through Terminal Block
F"‘:,z::}:“,';;:’:ﬂ‘:y"ﬂmm :'“"" Double Wire Entry To Two Plugs Double Wire Entry To Two Plugs Wire to Plug Plug to Plug
CED u Vertically Bridged Phase - Protective Earth Conductors Prolective Earlh Protective Earth
Electrical Ratings
‘CE (EC 61984/ IEC 60947-7-1) 500V/24A/25mm? 500V /24A/25mm? 500V /24 A/2.5mm?-V/-A/25mm* -V/-A/25mm? -V/-A/25mm*
Gomnecton Dita
Condugtor cross section solid (min-max ) 008-4mn? 008-4ma? 0.08-4mn? 0.08-4mn?
Conductor crass section stranded (min.-max.) 0.14-25 mm? 0.14-25 mn? 0.14-2.5 mm? 0.14 - 2.5 mm*
2 conductors with same cross section, stranded, . . . .
TVIN ferrles withpaste seeve s s o8 o
WG Conductor 28-12 28-12 28-12 28-12
Insulation Stripping Length (min.-max.) 8-10mm 8-10mm 8-10mm 8-10mm
Technical Data
Rated Impulse Voltage / Pollution severity 63 63 63 63 63
Insulation material group / /i
(Gauge pin code according to IEC 60947-1 " " w w ma
Protection ciass / Profection conducior type P20/~ P20/~ 1P20/-/PE 1P20/PE P20/PE
Ordering Data Type Qty. Type Qty. Type Q. Type Oy. Tipe Oy.
Feed Thvough Terminal Block SCP22D25GREY 50 SCP22DB2 5GREY 50 ‘SOP22DLP2 SGREY 50
I Feq Through Terminal Black, Earth SCPPE2.5P 50 ‘SCPPPPE2.5P 50
Recessories Tipe [ Type ay Type ay Tive ay. Tie ay.
End Plate . I EPSCP22D2 5GREY 2 [EPSCP22D2 5GREY 2 EPSCP22D2.5GREY 25 EPSCPPE2.5 50 EPSCPPE25. 50
CCSSCP2.572 25 CCSSCP2.572 2% CCSSCP2.572 25
n
Cross Gonnectors CCSSCP2.5/3 20 CCSSCP2.6/3 20 CCSSCP2.5/3 20
CCSSCP2.5/4 15 CCSSCP2.5/4 15 CCSSCP2.5/4 15
‘ CCSSCP2.5/5 10 CCSSCP2.5/5 10 (CCSSCP2.5/5 10
CCSSCP2.5/10 5 CCSSCP2.5/10 5 CCSSCP2.5/10 5
Separation Plate . SCPSP22D2 SGREY 50 SCPSP22D2 SGREY 50 SCPSP2202.5GREY. 50 SCPSP2 SGREY 50 SCPSP2.5GREY 50
SCP-CODE 50 SCP-CODE 50 SCP-CODE 50 SCP-CODE 50 SCP-CODE 50
Pin Code :‘:
Marking Tags
Refer to our Printer solution Refer to our Printer solution ‘Refer o our Printer solution Refer to our Printer solution ‘Refer to our Printer solution

www.imopc.com




CE®

Electical Ratings
CE (EC 61984  IEC 60947

Comeciion Data
Conductor coss section sold (min-max)
Conductor cross section standed (min.-max)

2 conductors wih same oross secton, standed,
TWIN ferues with pastc seeve

AW Conducior

Insulaton Stripping Length (min.-max.)

Teonical Data
Rated Impulse Voltage / Polluion severty
Insultion materal group /

Gauge pin code according fo IEC 60947-1
Protection class / Protecton conductor ype

Orcering Data
Feed Through Terminal Block
I Feed Through Terminal Block, Earth

Accessoris
End Plate

Cross Connectors

Separation Plate

Pin Code

Marking Tags.

SCP21PE2.5P

Width: 5.2 mm

— 550 ——
Feed Through Terminal Block
Double Wire Entry to Plug
Protective Earth
ViA/25mn
008- 4
0.14-25 mme
05mm
2-12
8-10mm
63
1A

P20/ PE
Type. ay.
SCP21PELS 5
Type. Qty.
EPSCPRIPE2S 50
COSSCP252 %
COSSCP2573 2
COSSCP25/4 15
COSSCP25/5 10
COSSCP25/10 5
SCPSP212 SGREY 5
SCP-CODE 5

Refer 10 our Printer soluton

37.30
NR35X75

SCP22PE2.5P

Width: 5.2 mm

— g5 ——
Feed Through Terminal Block
Double Wire Entry to Two Plugs
Protective Earth
ViA/25m
008-4m¥
0.14-25mm
05 mm
%12
8-10mm
&
a3

P20/PE
ype ay.
SCPa2RELS 50
Type 0.
EPSCPOZPERS 50
cosscesn %
COsscP253 2
Cosscr2s/t 1
COsSCP255 10
cosscr2s/10 5
§CPSP22 2 SGREY 50
SGP-CODE 50

Refer (o our Printer soluion

37.30
MRI5XT5

SCP22DBPE2.5P SCP-H02.5

Width: 5.2 mm Width: 5.2 mm
—J
25
0 an

Feed Through Two-Level Terminal Block
Double Wire Entry to Two Plugs

Vertically Bridged, Protective Earth Horizontal Mount

V/A/25mm 500V/24 A /25 m
008-4mré 0084
014-25 mme 0.14-25mmt
05mm 05mm
26-12 2%-12
8-10mm 8-10mm
) 63
/A3 1IR3
1P20/PE P20/

Type. Qty. Type Q.

SCPHO? SGREY 50
SCPR20BPEZS %

Type Qty. Type Oy,
EPSCP22DBPELS 2 EPSCPPT2SGREY 50
COSSCP252 %

COSSCP253 2
COSSCP25/4 15
COSSCP255 10
COSSCP25/10 5
SCPSP2202 SGREY %
SCP-CODE 5

Refer (o our Printer soluion Refer o our Printer soluion

Feed Through Terminal Block
‘Wire to Plu

3320

MR35 XTS5

SCP-FM2.5
Width: 5.2 mm

PR |
ST

— 1690 ——

300

Feed Through Terminal Block
Wie to Plug

Connector Mount

500V/ 24.A/25 mm

008- 4
0.14-25mme
05mm
2-12
8-10mm
a3
1083
P20/~
e ay
SCPFM2 SGREY 50
Type Qty.
EPSCPGREY 50
Refer 10 our Printer souton

SCP-HM2.5

Width: 5.2 mm

1690

3500

Feed Through Terminal Block
Wire to Plug

Hole Mount

500V/ 24 /25 mm

008-4rm¥
0.14-25mm

05mmt
2-12
8-10mm
[E)
113
P20/

Type
SCPHIM2 SGREY

Type
EPSCPGREY

ay.
50

50

Refer 1o our Printer soluion

www.imopc.com
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Elootica Ratings
CE (IEC 61984 / IEC 60947-7-1)

Connection Data

Conductor cross section sold (min-max.)
Conductor cross section stranded (min.-max)

2 conductors with sams cross section, stranded,
TWIN ferules with paste sleeve

AWG Conductor
Insuiaton Stipping Langth (min - )
Techncal Data

Rated Impuie Volage/ Poluton soveriy
Insulaton matera goup /

Gauge pi code according o IEC 60947-1
Protetion clss /Protection conducior type

Ortering Data
Plug Wire to Socket, One Pols
Plug Wire to Socket, One Pole Moduar Loft Hand Sid
Plug Wire 10 Socket, One Pole Modular Midde
Plug Wire to Socket, One Pole Moduar Rght Hand Side
I Pug Wire to Socket, One Pole, Earth

006

Accessores.
Cross Connectors

Socket Locks 1 N

Cable Tie Holder ’

Marking Solution

Combination Possibilities

By combining single units of L-R products for et and
Tight ends, add desired quanties of M products
n-between to make your Gustom sackets.

SCP-PT2.5 SCP-PTCC2.5

Width: 5.2 mm Width: 5.2 mm
(] [
o o
- @ —2n— @

One Pole or Modular Camposition One Pole or Modular Composition
Plug

Plug, Cross Connectable
500V 24A /25 500V 244/ 25 mm’
008-4mt 008-4rm#
0.14-25mm 014-25mm*
05mmt 05mmt
2-12 2-12
8-10mm 8-10mm
[T (%]
13 13
P20/ P20/

Type Tioe ay.
SCP-PT2.5/1GREY 50 SCP-PTCC2 5/1GREY 2%
SCP-PT2 5/1LGREY 50 SCP-PTCC 5/1LGREY 2
SCP-PT2.5/1MGREY. 50 SCP-PTCC2 5/ TMGREY 15
SCP-PT2.5/1RGREY 50 ‘SCP-PTCC2 5/1RGREY 10
SCP-PTPE2S 50 SCP-PTCOPE2S 5

Type ay. Type ay.

CosscP28/2 2
CCSSCP25/3 2
CCSSCP2S/4 15
COSSCP25/5 10
COSSCP25/10 5
SCP-LOCKI 50 SCP-LOCKT 50
SCP-LOGK2 50 SCP-LOCK2 50
SCP-HOLD 100 SCP-HOLD 100

Refer 10 our Printer Section Refer to our Printer Section

SCP-PTA2.5

Widih: 5.2 mm
2100 (-]
One Pole or Modular Composition
0, 45° Angled
500V / 24A /2.5 mm?
0.08-4mm?
0.14-2.5 mm*
0.5 mm*
%12
8-10mn
63
/A3
P20/

e i
'SCP-PTAZ.5/1GREY 50
SCP-PTA2.5/1LGREY 50
SCP-PTAZ.5/1MGREY 50
SCP-PTA2.5/1RGREY. 50
SOPPIAPELS 5

Tipe ay
SOPLOGKT 50
SCP-LOCK2 50
SCP-HOLD 100

Fefr toour Pinter Secon

SCP-PTD2.5

:5.2mm

(]
o
g0 (]

419

One Pole or Modular Composition
Plug, Double Entry, Cross Connectable

500/ 24A/2.5 mi

008- 4
0.14-25mm*
o5mm
2%-12
8-10mm
a3
1083
P20/

e ay.
SCP-PTD25/1GREY 2
SCP-PTD2S/TLGREY 20
SCP-PTD25/INGREY 15
SCP-PTD.5/1AGREY 10
SCP-PTOPE2S 5

e a,
CesseP25/2 2%
CCSSCP25/3 2
CCSSCP25/4 15
CCSSCP25/5 10
CCSSCP25/10 5
SCP-LOGKT 50
SCP-LOCK2 50
SCPHOLD 100

Refer o our Prnter Section

@ W @

www.imopc.com



